
3 5/8" GALV METAL
STUD @ 16" o.c.

5/8" GYP. BOARD
AS SCHEDULED

5/8" FORCE RESISTANT
GYP. BOARD

CEILING AS
SCHEDULED

2
'-
0
"

5/8" GYP. BOARD

6" METAL STUDS AT 12" O.C. WITH
3/4" CEMENTITIOUS BOARD

FORCED ENTRY ASSEMBLY
MESH AT TOP & PERIMETER

5/8" FIRE RATED ABUSE RESISTANT GYP. BD (U.L.
CERTIFIED). ATTACH WIT 1" TYPE S SELF-TAPPING
STEEL SCREWS @ 8" o.c. @ EDGES AND 12" o.c. IN
BOARD FIELD. JOINTS VERTICAL AND STAGGERED ON
OPPOSITE SIDES OF ASSEMBLY. FINISH JOINTS WITH
2" WIDE PAPER TAPE EMBEDDED IN FIRST LAYER OF
VINYL, DRY, OR PREMIXED JOINT COMPOUND. TWO
COATS TO JOINTS AND SCREW HEADS.

ACOUSTICAL INSULATION (WHERE SCHEDULED)

4 7/8"

CONT. TRACK (SAME AS CONT. RUNNER CHANNEL)

STRUCTURE

3 5/8" METAL STUDS AT 16" o.c., STUDS
CHANNEL SHAPED, 1-1/4" LEGS, 3/8"
FOLDED BACK RETURNS, MIN. NO. 20
MSC GALVANIZED STEEL.

CEILING AS SCHEDULED

NOTE: ALL RATED PARTITIONS SHALL BE
PERMANENTLY IDENTIFIED BY SIGN OR PAINTED
STENCILING ABOVE DECORATIVE CEILINGS OR
CONCEALED SPACES WITH THE FOLLOWING
WORDING: "FIRE AND SMOKE BARRIER - PROTECT
ALL OPENINGS" SPACE WORDING AT 4'-0" o.c. MAX.

SEAL ALL PENETRATIONS WITH
APPROVED FIRE STOPPING SYSTEM.

STRUCTURE

CUT GYP. BOARD AND SEAL AGAINST
STRUCTURE WITH APPROVED FIRE RESISTIVE
SEALANT OR FIRE STOPPING SYSTEM. (TOP
AND BOTTOM, BOTH SIDES OF WALL)

20 MSG. GALVANIZED STEEL, OVERSIZED TOP
TRACK WITH 1 1/4" LEG, ATTACH TO STRUCTURE
ABOVE.

20 MSG. GALVANIZED STEEL, NESTED TRACK
WITH 2" LEG, DO NOT ATTACH TO TOP TRACK.

2 1/2" GALV METAL
STUD @ 16" o.c.

5/8" GYP. BOARD AS
SCHEDULED

CEILING AS
SCHEDULED

CLIP TOP TRACK

EXISTING WALL

5/8"

(H1)

2 1/2"

*
1 1/2"

4
"

NOTE:
PROVIDE SUPPORT
NECESSARY TO
ANCHOR TO
STRUCTURE & EXIST
WALL & FOR L/360
SLENDERNESS RATIO

H1 - 2 1/2" GALV METAL STUD @ 16" O.C.

H2 - 3 5/8" GALV METAL STUD @ 16" O.C.

*RE:DIMENSION
PLAN FOR WALL
OFFSET

5/8"

5/8" 1/2"
6"

5/8" 5/8"

BOTTOM OF
STRUCTURE

SEALANT EA.
FACE TOP
AND BOTTOM

CEILING AS
SCHEDULED

PROVIDE
BLOCKING AS
REQUIRED FOR
MOUNTING
ACCESSORIES

6" MTL. STUDS
@ 16" o.c.

5/8" GYP. BD.
(2 LAYERS)
EACH SIDE

TOP OF SLAB

5/8" GYP. BD.

FILL FLUTE IN MTL
DECKING WITH FIRE
PROOF MATERIAL ON
EACH FIRE OR
SMOKE WALL

GYPSUM WALLBOARD PARTITION
FULL HEIGHT WITH 2" ACOUSTICAL
INSULATION- 1 HR RATING

WITH 3"
ACOUSTICAL
INSULATION
AT A1

SLOTTED TOP TRACK

ACOUSTICAL
SEALANT

NOTE:
USE 5/8" ABUSE RESISTANT
GYPSUM BD TO 4'-0" AFF IN
PATIENT BEDROOMS

5/8" 1/2"
3 5/8"

5/8" 5/8"

BOTTOM OF
STRUCTURE

SEALANT EA.
FACE TOP
AND BOTTOM

CEILING AS
SCHEDULED

PROVIDE
BLOCKING AS
REQUIRED FOR
MOUNTING
ACCESSORIES

3 5/8" MTL.
STUDS @ 16" o.c.

5/8" GYP. BD.

TOP OF SLAB

5/8" GYP. BD.

FILL FLUTE IN MTL
DECKING WITH
SOUND PROOF
MATERIAL ON EACH
SIDE

GYPSUM WALLBOARD PARTITION UL
DESIGN U419/STC56 - 1/2 HR RATING

NOTE:
USE 5/8" ABUSE
RESISTANT GYPSUM
PANELS TO 4'-0" AFF IN
BEDROOMS

3" ACOUSTICAL
INSULATION

1/2"x 2 1/2" RC-1
RESILIENT
CHANNEL AT
24" o.c.

SLOTTED TOP TRACK

ACOUSTICAL
SEALANT

VARIES, SEE PLAN

BOTTOM OF
STRUCTURE

SEALANT EA.
FACE TOP
AND BOTTOM

CEILING AS
SCHEDULED

PROVIDE
BLOCKING AS
REQUIRED FOR
MOUNTING
ACCESSORIES

3 5/8" MTL.
STUDS @ 16"
o.c.

5/8" GYP. BD.

TOP OF SLAB

5/8" GYP. BD.
TO DECK AT
D1 AND D2

FILL FLUTE IN MTL
DECKING WITH FIRE
PROOF MATERIAL ON
EACH FIRE OR
SMOKE WALL

CHASE WALL FULL HEIGHT WITH 2" ACOUSTICAL
INLU. EA. SIDE - 30 MIN. RATING

NOTE:
USE 5/8" ABUSE RESISTANT
GYPSUM BD TO 4'-0" AFF IN
CORRIDORS AND PATIENT
TOILETS

WITH 2" ACOUSTICAL INSU. EA. SIDE - 1 HR RATED

WITH 2"
INSULATION
AT D1 AND D2

BRACING AT
48" o.c.

SLOTTED
TOP TRACK

ACOUSTICAL
SEALANT

STOP WALL 4"
ABOVE CEILING AT
D3. BRACE AS
REQUIRED

WITH 2" ACOUSTICAL INSU. EA. SIDE - NO RATING

D1 -

D2 -

D3 -

PROVIDE BLOCKING AS
REQUIRED FOR
MOUNTING
ACCESSORIES

6" MTL. STUDS AT 16" o.c.
WITH 6' CELLULOSE
INSULATION

5/8" GYP. BD.

TOP OF SLAB

5/8" GYP. BOARD
ON 1 1/2' MTL.
FRAMING

SEALANT

FLUID APPLIED AIR
BARRIER

2" RIGID INSULATION

EXISTING
EXTERIOR WALL

SEALANT

R-30 BLOWN
CELLULOSE
INSULATION

VENTILATED
INTERSTITIAL SPACE

ROOF DECK

1
'-
0
" 

+
/-

NOTE:
PROVIDE SUPPORT
NECESSARY TO ANCHOR TO
STRUCTURE & EXIST WALL &
FOR L/360 SLENDERNESS
RATIO

FLUID APPLIED AIR
BARRIER

5/8" 3 5/8" 5/8"

BOTTOM OF
STRUCTURE

SEALANT EA.
FACE TOP
AND BOTTOM

CEILING AS
SCHEDULED

PROVIDE BLOCKING
AS REQUIRED FOR
MOUNTING
ACCESSORIES

3 5/8" MTL. STUDS @
16" o.c. (20 GA. MIN.)
NO INSULATION ON
TYPE A1

5/8" GYP. BD.

TOP OF SLAB

5/8" GYP. BD.

FILL FLUTE IN MTL
DECKING WITH FIRE
PROOF MATERIAL ON
EACH FIRE OR
SMOKE WALL

GYPSUM WALLBOARD PARTITION
FULL HEIGHT - 1 HOUR

2" ACOUSTICAL
INSULATION AT
TYPE A2

SLOTTED TOP TRACK

ACOUSTICAL
SEALANT

NOTE:
PROVIDE 5/8" ABUSE
RESISTANT GYP. BD.
4'-0" HIGH AT ALL
CORRIDORS AND
PATIENT AREAS

BRACE AS REQUIRED
TO PROVIDE ANGLE
240 MIN. DEFLECTION

BRACE AS
REQUIRED TO
PROVIDE ANGLE
240 DEFLECTION

CEILING AS
SCHEDULED

PROVIDE
BLOCKING AS
REQUIRED FOR
MOUNTING
ACCESSORIES

3 5/8" MTL. STUDS @
16" o.c. (20 GA MIN)

CEMENTITIOUS
BOARD

TOP OF SLAB

5/8" GYP. BD.

FILL FLUTE IN MTL
DECKING WITH FIRE
PROOF MATERIAL ON
EACH FIRE OR
SMOKE WALL

C1 AND C2  - NO RATING

WITH 2" ACOUSTICAL
INSULATION AT C2

ACOUSTICAL
SEALANT

4
"

NO INSULATION AT C1
NOTE:
PROVIDE 5/8" ABUSE
RESISTANT GYP. BD.
4'-0" HIGH AT ALL
CORRIDORS AND
PATIENT AREAS

5/8"

3 5/8"

5/8"

5/8"
6"

5/8"

BOTTOM OF
STRUCTURE

SEALANT EA.
FACE TOP
AND BOTTOM

CEILING AS
SCHEDULED

PROVIDE
BLOCKING AS
REQUIRED FOR
MOUNTING
ACCESSORIES

6" MTL. STUDS @
16" o.c.(20 GA MIN)

5/8" GYP. BD.
(1 LAYER)
EACH SIDE

TOP OF SLAB

5/8" GYP. BD.

FILL FLUTE IN MTL
DECKING WITH FIRE
PROOF MATERIAL ON
EACH FIRE OR
SMOKE WALL

J1 - NO ACOUSTICAL INSULATION

J1 - NO ACOUSTICAL
INSULATION

SLOTTED TOP TRACK

ACOUSTICAL
SEALANT

NOTE:
USE 5/8" ABUSE RESISTANT
GYPSUM BD TO 4'-0" AFF IN
PATIENT BEDROOMS J2 - 3" ACOUSTICAL

INSULATION

J2 - 3" ACOUSTICAL INSULATION
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Office of

Facilities

Management

DEPARTMENT OF
VETERANS AFFAIRS

100% CONSTRUCTION DOCUMENTS

FULLY SPRINKLERED

126

4500 Burrow Drive
North Little Rock, AR  72116
Phone:  501-758-7443
Fax:      501-753-7309
www.taggarch.com

09/07/2012

Fayetteville, AR

Renovate Leroy Pond Army

Reserve Center for Mental Health

Residential Rehabilitation

Treatment/ Police Training

9/7/12 SG JP

564-341

AE604

PARTITION TYPES

83

83

F - PARTITION
 1" = 1'-0"

PENETRATION/STENCILING FOR RATED PART
D6

H - FURRING

E - PARTITIONB - PARTITION D - PARTITION

G - PARTITION

A - PARTITION C - PARTITION

J - PARTITION

TYPICAL PARTITION NOTES:

1. PROVIDE MINIMUM 20 GAUGE METAL STUDS & TRACK.
2. PROVIDE STUD GAGE OR ADDITIONAL SUPPORT REQUIRED TO MEET A

L/360 SLENDERNESS RATIO.
3. PROVIDE 3" ACOUSTICAL INSULATION AT ALL PLUMBING PARTITIONS.

NOTE:
REFER TO OVERALL FLOOR PLAN, SHEET AE101, FOR PARTITION LOCATIONS


